CABALLO PINTO SPECIFICATION

GENERAL

Vessel Name Caballo Pinto

Previous Name Sanmar VIiI

Type Towing Vessel

Year of Construction 2000

Flag Mexican

Port of Registry Cd. del Carmen

Official Number 0401109725-2

Call Sign XCAK

Classification (ABS) = Al Towing Vessel, & AMS

L.O.A. 2525 m

L.B.P. 24.5m

Beam 8.6m

Depth 40m

Draft 2.75m

Gross Tonnage 193.83

Net Tonnage 58.15

MACHINERY

Main Engines 2 x Caterpillar 3512TA (1,445 bhp @ 1,800 rom each)

Total BHP 2,850 bhp

Main Propulsion 2 x High efficiency Kaplan type propellers of 2,050 mm @ in nozzles

Electric Generators 2 x Beta Marine Perkins 6TG2AM (59.2 kW each)

TOWING

Towing Winch 1 x Data Hydraulic DTW 5X90E of 7.5 tonne line pull with 300 m of 40
mm @ cable

Bollard Pull 40 Tons

EXTERNAL FIRE FIGHTING

External Fire Fighting 600 m3 /hr with a single monitor & spray nozzles for self protection
CAPACITIES

Speed 12 knots

Range 8 days

Diesel Fuel 70 m3

Potable Water 30 m3

The specifications listed on this data sheet are subject to change without notice and cannot be used

for contractual purposes. Up-to-date configurations and specifications will be supplied on request





